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Antenna Design
Top: Aluminum 10 μm

Substrate: PET 50 μm

CD80 / MD30 (3 rolls)

CD73 / MD31.12 (2 rolls)

CD35 / MD74 (6 rolls)

CD80 / MD25 (4 rolls)

CD83 / MD40 (2 rolls)

CD25 / MD75 (6 rolls)

CD124 / MD48 (2 rolls)

CD87 / MD38.1 (3 rolls)

CD106 / MD30 (3 rolls)

CD74 / MD25 (4 rolls)

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

MR6/MR6-P/MR6-A

1020382

1020382AA

1020382AC

1020382AD

1020382C

1020382D

1020382E

1020382H

1020382K

1020382U

Antenna No. Pitch Chip

Antenna 1020382 65x18mm
Example of  Dry Inlay/Product

Unwinding Direction

We can do any web width according to customer's requirements.
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We can do any web width according to customer's requirements.


